


INTRODUCTION

This manual contains recommended operating procedures, factured to this standard.

safety messages, assembly and mounting instructions.

Read this manual carefully before operating your hydrau- The definitions “Right, Left, Front and Rear” as used
lic 3-Point hitch and sleeve adapter. The 3-Point hitch is throughout this manual relate to the tractor and hitch as
designed in accordance with ASAE Specification, Cate- the operator is seated facing forward in the normal opera-
gory "0’ and will accommodate all attachments manu- ting position on the tractor.
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FIGURE 1
Mode| shown with H-26 3-Point Hitch, F-27 Sleeve Adaptor,
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ms@ HITCH APPLICATION CHART

C‘WCH MODEL TRACTOR MODEL
= 444 S/N 9646800 10 S/N 9770165
446 S/N 9646800 to S/N 9774000
126 444, 446, 448 S/N 9646800 & above
LT26 644, 646 and 648 ALL
Fa7 All H26, J26 and LT26 Applications




' OPERATING CONTROLS AND ADJUSTMENTS

=" 1. Hydraulic Lift
The 3-Boint hitch iz connected to the wactor hydraulic
lift circuit and s equipped with 3 double-acting hy
draulic cylinder,
RAISE . Pull the hydraulic |ift lever rearward to raise
the hitch
LOWER - Push ke hydraulic litt laver partway forvara 2. Awgnt nand |ift link. The right hand lift link is threaded
to lower the hitzh, Dowr pressure is applied when the ang adjustable. Use it to level a mounted attachment
hiteh is 0 its lowest pasition feylinder fully retracted). at 1o compensate for the right wheels being in the fur-
row when plowing.
The hydraulic tift centering spring returns the valve to
neutral aftar raising or lowering the hitch.
FLOAT - Push the hydraulic lift lever fully forward for
the float position. The lever will be held i float by «
detent and must be manually returned to neutral
The float position allows the attachment 1o follow the
ground anel is recommended for tilling or plowing.
i F-27 SLEEVE ADAPT,
-
The Model F27 sleeve adapter converts the 3-Point Hitch
1o accept sleeve type mounted implements.
1. Four implement stabilizing bolts (Figure 2] are furn-
MOUNTIN ished with the sleeve adaptor for use at the four threaded
holes, to eliminate the lateral pivot of mounted attach-
ments if desired. A plow should not be stabilized at
this point.
2. There are three mounting sleeves (Figure 2) on the
sleeve adaptor to permit centering or offsetting imple-
STABILIZER BOLTS ments. When mounting a plow, be careful to select the
mounting position which will allow the share to cut
& FIGURE 2 cleanly to the edge of the previous furrow and to the

Model F-27 Sleeve Adaptor

inside of the right rear wheel,



TIRE CHAINS, WHEEL WEIGHTS AND FRONT END WEIGHTS

The use of tire chains and wheel weights is recommended
with the hitch. The extra traction resulting gives the trac- CAUTION:
tor operator increased maneuverability. Front end weights f
or front weight box is required for stability. sefore v rear
ng t
NOTE: Front end weight may be added to loader bucket W sient front count
on models 644 and 646 if requirad. i L ilt in frontend tip-

Apply at
200 series tra and 140 |bs. (64
tractors.

wents  and attach-
extend far behind trac
tor may qui countg

terminge
amount of caunierweight listed a-
Add counter-
ry to achieve frant

a NOT EXCEED

HITEH LIFT CAPACITY,
FIGURE 3

1. Grease two fittings on hitch rockshaft daily.

{ LUBRICATION
2. Apply oil to pivot pins and attachment mo r% / FITTIGS
daily X
TR /, —

3. Do not oil ball joints as this may cause 3
material to lodge between the ball and

4. Check for tightness. After fir urd pf operation,
tighten the four bolts whi e fitch to tractor
transmission,

5. A certain amgs
the rod end £

ill normally sccumulate at

e base cap of the lift eylinder
during opera ich provides lubrication for the
moving parts, ¢ 15 no requirement for service or re-
pair unless leakage is excassive,

6. Maintain tractor as described in Tractor Operator's FIGURE 4

Manual. Lubrication Points
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LT-26 3-Point Hitch - Disassembled
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H-26, J-26 3-Point Hitch - Disassembled



INSTALLATION

. Identify and inspect 3-Point hitch assembly for com-
pleteness before beginning installation. Refer 1o Fi-
qures 5 or 6. Keep hydraulic hose ends capped to pre-
vent dirty entry.

9. Locate tractor on a clean, level surface such as @ con-
erete garage floor,

MOUNTING BOLTS
(TOP TWO NOT
SHOWN)

FIGURE 7
H-26 3-Point Hitch

Point hitch assembly,
cure with the sa
moved in Step,

i Inckwashers re-

B For LT-2 Position hitch assembly
against T. Install two bolts and lock-
wash o) n upper mounting hales,

8. Install the tow Bracket using the same bolts and lock-
washers removed in Step 3.

NOTE: It may be necessary to file or grind the left side
of the tow bracket to provide clearance for the
eylinder mounting lug.

11. Place a clean pan under ti,

=~

. Insert the center link of the sway chain in the tow
bracket slot and secure with the klik pin provided. In-
stall end links through slots in draft arms and secure
with small bolts and self-locking nuts provided,

=]

. Install threaded |ift link {adjustable) to right draft arm
and rockshaft as illustrated, Secure with flat washers
and cotter pins provided.

9, Install solid lift link {non adjustable) to left draft arm

and rockshaft as illustrated. Secure with flat washers
and cotter pins provided.

10. Place the travel and hydraulic 1if gr in the neutral

position.

FIGURE 8

NOTE: For LT-26 3-Paint hitsh only. Some 644 and 846
loaders have tee fittings factory installed. Steps
12 and 13 can be omitted if tee fittings are in-
stalled.

Bemove caps and install hoses as described in
Steps 14 through 17.



-

12

*13:

CAUTION: Hydrau
highly pr i 5

rdboard when look
- never use the hands

hydraulic

Disconnect the hydraulic lift tubes from the travel and
lift valve.

Turn the “T" fittings onto the lift port straight fittings
of the valve. With the fittings facing toward the right
rear corner of tractor as shown in Figure 8 tighten the
swivels against the lift port straight fittings.

@@} oTe:

Printed in U.S.A.

14,

Install the short hose in the elbow fitting in piston end
of 3-Point hitch eylinder. Tighten fitting.

NOTE: Slight reforming of hydraulic lift tubes may be

156,

to remove valve to motor tubes and
this straight thread “T" fitting.

. Check and tighten all co

. Start the tractor anid ope e eylinder to full open
Qugitions\Quuesh) times to expel all air from
R off ES ractor and check for oil leaks

required.

Route hose under transmission and install to rear "'T"
fitting in travel and lift valve.

. Install the long hose in the rod end of 3-Point hitch

eylinder.

. Route hose over top of hiteh, over right axle and in-

stall to front “T* fitting in travel

t valve.

5 ¥quired.

ck the oil level in the reservoir
to bring to proper level as des-

B

The J | Case Company reserves the right to make
improvements in design or changes in specifica-
tions at any time without incurring any obliga-
tion to install them on units previously sold,
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